
BR-1-UK
S W I N G  G A T E



Effective solutions
in a modern style



DEVICE DESCRIPTION
BR-1-UK swing gates complement GASTOP gate systems 
by providing additional technical and personnel passages. 
These gates are used as technical access points for facility 
staff and as emergency exits. The devices are equipped with 
a spring-loaded arm return mechanism. The primary ma-
terial of the gate housing is AISI 304 stainless steel (INOX).

Examples of use: 
•	 points of ticket control and access  control for passen-

ger traffic,
•	 airports/seaports,
•	 passages for authorised personnel, directing passanger  

traffic,
•	 points of access control in secured buildings (e.g. state 

offices such as border crossing points, other services),
•	 points of ticket control and fees at museums, theatres, 

cinemas, exhibitions, fair areas, show facilities, paid toi-
lets, points of ticket control at sports facilities, e.g. swim-
ming pools, stadiums, other sports and show facilities,

•	 access  and  time  attendance  control  points  in  work-
ing  places, e.g. offices, dedicated areas in factories.,

Montage
Easier than ever



Safe solution that directs the movement of people
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1. KEY LOCKING SYSTEM

Key locking system allows to lock the arm with a key.

3. FLOOR MOUNTING

The gate post is designed for floor mounting  with four 
bolts (8mm). Swing gates are not equipped with bolts.

2. CHOICE OF ANY DIRECTION

It is posible to choose the required operating direction 
of the gate.

4. PICTOGRAMS

Swing gates are equiped with pictograms which can be 
placed at the arm on site.

FUNCTIONS



All information given herein are valid for the moment of publishing. GASTOP reserves the right to introduce changes to the offer herein, concerning both the models as 
well as their construction and equipment. This document does not constitute an offer as understood by the law and is published for information only. Equipment versions 
presented in this catalogue may not be available. Visualisations and photos of products presented herein may not show technical solutions adopted, properties of materials 
or colours used in detail. In order to define the abovementioned parameters, it is advised to turn to an authorised distributor or the device producer directly for more infor-
mation.
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NEW
!

Materials and instructional videos available at www.gastopgroup.com

OPTION-LF
LF – left-hand traffic direction; counter-c-

lockwise swing

OPTION-RT
RT – right-hand traffic direction; clockwise 

swing

STANDARD-BD
BD – bi-directional; double-sided swing

LEFT, RIGHT AND BI-DIRECTIONAL SWING

BR-1-UK

Operating temperature: -25° do +50° C [-13° to 122°F]

Storage temperature: -30° do +60° C [-22° to 140°F]

Max operating humidity: 10-80 %

Operation environment: inside buildings

Net weight ~ [kg/lbs]: ~15 / ~33

TECHNICAL SPECIFICATIONS

Version Description

BR-1-UK-BD Bi-directional gate with double-sided swing (STANDARD-BD)

BR-1-UK-RT Gate with right-hand traffic direction (OPTION-RT)

BR-1-UK-LF Gate with left-hand traffic direction (OPTION-LF)

NOTE:  

The standard finish is AISI 304 stainless steel (INOX).

DEVICE’S VERSION





DIMENSIONS BR-1-UK

MAP KEY:

Foundation



MADE IN E.U.

Distributor:

EU: GASTOPGROUP.COM
USA: GASTOP.US


